
OWNER'S MANUAL
JCLEPA4200

Congratulations on the purchase of your new Kustom product! Your JCLEPA4200 Powered Mixer is
styled after the vintage "Tuck n' Roll" Kustom P.A. system that Country music icon Johnny Cash once
owned. This new model not only captures that classic vibe but also offers top-notch tone and
dependable performance. Inside this manual, you'll find handy information about the product features
and specifications. We wish you many years of enjoyment with your Kustom JCLEPA4200.



ENGLISH
Danger
Exposure toextremelyhighnoise levelsmaycausea
permanent hearing loss. Individualsvaryconsiderably to
noise inducedhearing lossbut nearlyeveryonewill lose
somehearing if exposed tosufficiently intensenoise for a
sufficient time.

TheU.S. Government'sOccupational SafetyandHealth
Administration (OSHA) hasspecified the following
permissiblenoise level exposures:

According toOSHA, anyexposure in theabovepermissible
limits could result insomehearing loss. Ear plugsor
protectors in theear canal or over theearsmust beworn
whenoperating thisamplificationsysteminorder toprevent
apermanent hearing loss. If exposure inexcessof the limits
asput forthabove, to insureagainst potentiallyharmful
exposure tohighsoundpressure levels, it is recommended
that all personsexposed toequipment capableof inducing
highsoundpressure levels, suchas thisamplification
system, beprotectedbyhearingprotectorswhile thisunit is
inoperation.

THISSYMBOLIS INTENDEDTOALERTTHEUSERTOTHEPRESENCE
OF NON-INSULATED "DANGEROUSVOLTAGE" WITHINTHE
PRODUCT'SENCLOSURETHATMAYBEOF SUFFICIENTMAGNITUDE
TOCONSTITUTE ARISKOF ELECTRICSHOCKTOPERSONS.

THISSYMBOLIS INTENDEDTOALERTTHEUSERTOTHEPRESENCE
OF IMPORTANTOPERATINGANDMAINTENANCE(SERVICING)
INSTRUCTIONSINTHELITERATUREACCOMPANYINGTHEUNIT.

1. Readall safetyandoperating instructionsbeforeusing this
product.

2. All safetyandoperating instructionsshouldbekept for
future reference.

3. Readandunderstandall warnings listedon theoperating
instructions.

4 . Followall operating instructions tooperate thisproduct.
5. Thisproduct shouldnot beusednear water, i.e. Bathtub,

sink,swimmingpool, wet basement, etc.
6. Onlyusedrycloth toclean thisproduct.
7. Donot blockanyventilationopenings, It shouldnot be

placed flat against awall or placed inabuilt-inenclosure
that will impede the flowof coolingair.

8. Donot install thisproduct near anyheat sources ;such
as,radiators, heat registers, stoveor other apparatus
(includingheat producingamplifiers) that produceheat.

9. Donot defeat thesafetypurposeof thepolarizedor
grounding-typeplug.Apolarizedplughas twobladeswith
onewider than the0ther.Agrounding-typeplughas two
bladesanda thirdgroundingprong. Thewidebladeor the
thirdprongareprovided for your safety If theprovidedplug
doesnot fit intoyour outlet, consult anelectrician for
replacement of theobsoleteoutlet.

10. Protect thepower cordbeingwalkedonor pinched,
particularlyat Plugs, conveniencereceptaclesand thepoint
where theyexit fromtheapparatus. Donot break theground
pinof thepower supplycord.

11 . Onlyuseattachmentsspecifiedby themanufacturer.
12. Useonlywith thecart, stand, tripod, bracket,

or tablespecifiedby themanufacturer or
soldwith theapparatus. Whenacart is
used, use cautionwhenmovingcart/
apparatuscombination toavoid injury
fromtip-over.

13. Unplug thisapparatusduring lightningstormsor when
unused for longperiodsof time.

14. Careshouldbe takenso that objectsdonot fall and liquids
arenot spilled into theunit through theventilationportsor
anyother openings.

15. Refer all servicing toqualifiedservicepersonnel. Servicing
is requiredwhen theapparatushasbeendamaged inany
way; suchas, power-supplycordor plug isdamaged, liquid
hasbeenspilledor objectshave fallen into theapparatus,
theapparatushasbeenexposed to rainor moisture, does
not operatenormallyor hasbeendropped.

16. WARNING: Toreduce the riskof fireor electric shock, donot
expose thisapparatus to rainor moisture.

17. TheMAINSplugor anappliancecoupler isusedas the
disconnect device, thedisconnect deviceshall remain
readilyoperable.

IMPORTANT SAFETY INSTRUCTIONS

RISKOFELECTRICSHOCK
DONOTOPEN

CAUTION:TOREDUCETHERISKOFELECTRICSHOCK,DO
NOTREMOVECHASSIS.NOUSER-SERVICEABLE
PARTSINSIDE.REFERSERVICINGTOQUALIFIED
SERVICEPERSONNEL.

AVIS: RISQUEDECHOCELECTRIQUE-NEPASOUVRIR.

CAUTION

APPARATUSSHALLNOTBEEXPOSEDTODRIPPINGORSPLASHING
ANDTHATNOOBJECTSFILLEDWITHLIQUIDS, SUCHASVASES,
SHALLBEPLACEDONTHEAPPARATUS.

DURATIONPERDAY (HOURS)

SOUNDLEVEL(dB)

8 6 4 3 2 1

90 93 95 97 100 103

S 3 1 2 5 A
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DUREENHEURESPAR JOUR

INIVEAUSONORECONTINUENdB

Danger
LÔexposition a des niveaux eleves de bruit peut provoquer
une perte permanente de lÕaudition, Chaque organisme
humain reagit differemment quant a la perte de lÕaudition,
mais quasiment tout le monde subit une diminution de
IÕacuite auditive lors dÕune exposition suffisamment
longue au bruit intense. Les autorites competentes en
reglementation de bruit ont defini les expositions tolerees
aux niveaux de bruits:

Selon les autorites, toute exposition dans les limites
citees ci-dessus,peuvent provoquer certaines pertes
dÕaudition. Des bouchons ou protections dans lÕappareil
auditif ou sur lÕoreille doivent etre portes lors de
lÕutilisation de ce systeme dÕamplification afin de prevenir
le risque de perte permanente de lÕaudition, Dans le cas
dÕexpositions superieures aux limites precitees il est
recommande, afin de se premunir contre les expositions
aux pressions acoustiques eIevees potentielIement
dangeureuses, aux personnes exposees aux
equipements capables de delivrer de telles puissances,
tels ce systeme dÕamplification en fonctionnement, de
proteger lÕappareil auditif.

CE SYMBOLEAPOUR BUT D'AVERTIR L'UTILISATEUR DE LAPRESENCE
DE VOLTAGE DANGEREUX NON-ISOLEAL'INTERIEUR DE CE PRODUIT
QUI PEUT ETRE DE PUISSANCE SUFFISAMMENT IMPORTANTE POUR
PROVOQUER UN CHOC ELECTRIQUEAUX PERSONNES.

CE SYMBOLEAPOUR BUT D'AVERTIR L'UTILISATEUR DE LAPRESENCE
D'INSTRUCTIONS D'UTILISATION ET DE MAINTENANCE DANS LES
DOCUMENTS FOURNISAVEC CE PRODUIT.

IMPORTANTES INSTRUCTIONS DE SECURITE

1. Lire avec attention toutes les recommandations et prŽcautions
d'emploi avant d'utiliser ce produit.

2. Toutes les recommandations et prŽcautions d'emploi doivent
• tre conservŽes afin de pouvoir s'y reporter si nŽcessaire.

3. Lire et comprendre tous les avertissements ŽnumŽrŽs dans les
prŽcautions d'emploi.

4. Suivre toutes les prŽcautions d'emploi pour utiliser ce produit.
5. Ce produit ne doit pas • tre utilisŽpr•s d'eau, comme par

exemple baignoires, Žviers, piscine, sous-sol humides ... Etc.

Že, cela

ProtŽger
pincement, particuli• rement au niveau des fiches, des
rŽceptacles utilisŽs et ˆ l'endroit de sortie de l'appareil. Ne pas
casser la fiche de terre du cordon d'alimentation.

11. Utiliser uniquement les accessoires spŽcifiŽs par le
constructeur.

12. Utiliser uniquement avec le chariot de
transport, le support, le trŽpied, la
console ou la table spŽcifiŽs par le
constructeur ou vendus avec l'appareil.
Lors de l'utilisation d'un chariot, bouger
avec prŽcaution l'ensemble chariotlappareil
afin d'Žviter les dommages d'un renversement.

13. DŽbrancher cet appareil lors d'orages ou s'il n'est pas utilisŽ
pendant une longue pŽriode.

14. Des prŽcautions doivent • tre prises afin qu'aucun objet ne
tombe et qu'aucun liquide ne se rŽpande ˆ l'intŽrieur de
l'appareil par les orifics de ventilation ou n'importe quelle autre
ouverture.

15. Pour toutes interventions techniques s'adresser ˆ un
technicien qualifiŽ.L'intervention technique est nŽcessaire
lorsque l'appareil a ŽtŽendommagŽde n'importe quelle fa•on,
comme par exemple si le cordon secteur ou sa fiche sont
dŽtŽriorŽs,si du liquide a coulŽou si des objets sont tombŽs ˆ
l'intŽrieur de l'apparei1,si l'appareil a ŽtŽexposŽˆ la pluie ou ˆ
l'humiditŽ, s'il ne fonctionne pas normalement ou s'il est tombŽ.

16. ATTENTI0N:Pour rŽduire le risque d'incendie ou de choc
electrique ne pas exposer l'appareil ˆ la pluie ou ˆ l'humiditŽ.

17. La prise Mains, au coupler, est utilisŽpour la source
d'alimentation • lectrique. Il est conseill• de garder cette prise
facilement accessible.

6. Utiliser exclusivement un chiffon sec pour nettoyer ce produit.
7. Ne bloquŽr aucune ouverture de ventilation. Ne pas placer le

produit tout contre un mur ou dans une enceinte fern
g•nerait le flux d'air nŽcessaire au refroidissement.

8. Ne pas placer le produit pr•s de toute source de chaeur telle
que radiateurs, arrivŽes d'air chaud, fourneaux ou autres
appareils gŽnŽrant de la chaleur (incluant les amplificateurs
producteurs de chaleur) .

9. Ne pas nŽgliger la sŽcuritŽque procure un branchement
polarisŽou avec raccordement ˆ la terre, Un branchement
polarisŽcomprend deux fiches dont l'une est plus large que
l'autre. Un branchement ˆ la terre comprend deux fiches plus
une troisi•me reliŽe ˆ la terre. Si la fiche secteur fournie ne
s'insert pas dans votre prise de courant. consulter un
'Žlectricien afin de remplacer votre prise obsol• te.

10. le cordon d'alimentation de tout Žcrasement ou

AFIN DE REDUIRE LES RISQUƒ D'INCENDIE ET DE DECHARGE
ELECTRIQUE, NE PAS EXPOSER CETAPPAREILALAPLUIE OUA
L'HUMIDITE.

FRENCH

8 6 4 3 2 1

90 93 95 97 100 103

ATTENTION:AFINDELlMlTERLERISQUEDECHOCELECTRIQUE,
NEPASENLEVERLECHASSIS.NECONTIENTPASDE
PIECESPOUVANTETREREPAREEPARLÕUTILISATEUR.
CONFIERLESERVICEAPRES-VENTEAUX
REPARATEURSAGREES.

ATTENTION
RISQUEDECHOCELECTRIQUE

NEPASOUVRIR.

S 3 1 2 5 A



INPUT SECTION:

3 Pin Low Impedance Microphone Input -

VOLUME Control -

TONE Control -

REVERB Control -

!

"

#

This input is for balanced low-impedance microphones.
Phantom power (15 volts) for condenser microphones is always on and available. It has an input
impedance of 1 K ohm. The connector is wired as: Pin 1 = shield; Pin 2 = positive (hot); Pin 3 = negative
(cold)

This is the volume control for each channel. It sends the signal to the master mix
buss. Typical operation is between 4 and 8, dependent upon the device(s) on that channel. Please
remember that it acts like a preamp, so if you are using a device that has a volume output control (i.e.: a
tape or CD player) you will need to do some level matching by adjusting the level controls on each unit.

This is to adjust the overall tone of the individual inputs. It is set at 5Khz. Since it is a cut
or boost control, (+/- 15 dB) it will add or diminish presence frequencies.

This is a send control to the reverb buss. It controls the amount of reverb added to the
input signals for that channel.

$

%

&

'

(

)

*

+

1/4" Line High Impedance Input -

MASTER SECTION:

MASTER VOLUME Control -

MASTER REVERB Control -

TAPE/CD VOL Control -

Jewel Light -

LOW Control -

MID Control -

HIGH Control -

This may be used as either a high-impedance microphone input or a
line level device such as tape players, CD players, effects returns or radios. It will also allow connection
from an active electric guitar, bass, or keyboard. It is a 2-conductor input with an impedance of 10K ohms.
Both the high and low impedance inputs may be used simultaneously.

This controls the overall volume level of the mix. Typical operation is
between 4 and 8.

This controls the overall level of reverb added back to the mix.

This controls the level of the PLAY inputs (RCA jacks, #15 on rear panel).

This jewel light indicates it is on.

This is to adjust the low (Bass) frequencies of the entire amplifier. It is set to cut or boost
frequencies between 40 and 200 Hz, +/- 15 dB.

This is to adjust the midrange frequencies of the entire amplifier. It is set to cut or boost
frequencies between 200 and 2 kHz, +/- 15 dB.

This is to adjust the high (treble) frequencies of the entire amplifier. It is set to cut or
boost frequencies between 2 kHz and 20 kHz, +/- 15 dB

,
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BACK PANEL:

SPEAKER OUTPUT -

LINE OUTPUT -

AC Inlet/ -

Power Switch -

-

.

/

0

1

2

These are 2 conductor 1/4" speaker outputs. Total minimum load for the amplifier
is 4 ohms. You may connect either one 4 ohm, one or two 8 ohm, or up to four 16 ohm speaker cabinets
to the amplifier. Do not go below rated minimum impedance.

This is a 1/4" 2-conductor line level output. The impedance is 1 K ohm @ -10 dBV. It is
used to connect the JCLEPA4200 to either additional power amplifiers or as an additional recording
device. This line level signal is a mirror image of the main outputs.

This is a standard IEC inlet for use with standard voltages from AC wall outlets. It is grounded
and should NEVER have the ground pin removed for any reason.

This switches the unit on or off. When the unit is powered up, the blue jewel indicator
(#9) on the front panel will come on.

PLAY (L/R) -

REC (L/R) -

Fuse -

These RCA jacks are line level inputs for playing a tape deck, CD player or other line level
source through the mixer. Both channels are summed into mono for compatibility. Use the TAPE/CD VOL
control (#8 on front panel) to adjust the level sent to the master mix. These inputs are not sent to the
reverb mix.

These RCA jacks are line level outputs for hooking up a device to record from the mixer.
Both channels are summed into mono for compatibility. The signals are taken pre-master section,
meaning that they are before the master tone and master volume , do not include the PLAY signal (#15),
and are without reverb. The impedance is 1 K ohms @ -10 dBV.

The fuse is located in the AC inlet housing just to the right of the receptacle. Replace only with
same type and value. To remove the fuse, pull the tab located left of the fuse symbol away from the fuse
housing.

3

SPECIFICATIONS

Model JCLEPA4200 PA Ampl i f ie r
200W 4 ohm @ 5% THDOutput Power
120W 8 ohm @ 5% THD

Frequency Response 20Hz - 20 kHz Tai lo red for PA use .
Tota l Harmonic Dis tor t ion 0.1% Measured a t 1VRMS (0dBV) l ine output

-68dB Residual Noise, a l l leve l cont ro ls 0% (min imum)Hum & Noise
-50dB Nominal System Noise, a l l leve l cont ro ls at 50%
76dB MIC Input to Power Amp Out
60dB LINE Input to Power Amp Out
40dB PLAY Input to Power Amp Out

System Gain
(Al l measurements made

at 1kHz)
30dB Power Amp Gain
USA/Canada 120VAC/60Hz, 300W nominal
Europe 230VAC/50Hz, 300W nominal
UK 230VAC/50Hz, 300W nominal
Aust ra l ia 240VAC/50Hz, 300W nominal

Power Requi rements

Japan 100VAC/50-60Hz, 300W nominal
Dimensions mm

Inches
140 (Height ) x 510 (W idth) x 280 (Depth)
5 ! (Height ) x 20 (W idth) x 11 (Depth)

Weight Kg/ lbs 8 kg / 17 ! lbs
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We:

Declarethattheproduct

Productname: Kustom

to which this declarationrelatesis in conformitywith thefollowing standards;

EN55013(A12) : 1995 Limits andmethodsof measurementof radiodisturbancecharacteristicsof broadcastreceiversand
associatedequipment.

EN55020: 1995 Electromagneticimmunity of broadcastreceiversandassociatedequipment.

EN61000-3-2:1995 Limits for harmoniccurrentemissions(equipmentinput current 16Aperphase).

EN61000-3-3:1995 Limitation of voltagefluctuationsandflicker in low voltagesupplysystemsfor equipmentwith
ratedcurrents 16A.

EN55103-1:1995 ElectromagneticCompatibility- Productfamily standardfor Audio, VideoAudio-visualand
entertainmentLighting ControlApparatus.

EN60065:1994 Safetyrequirementsfor mainoperatedelectronicandrelatedapparatusfor householdandsimilar
generaluse.

Following theprovisionsof EU CouncilDirective(s):72/73EECand89/336/EEC.

We theundersigned,herebydeclarethattheequipmentspecifiedaboveconformsto theaforementioneddirective(s).

Nameof authorizedperson:JamesBrown,Chief Engineer

Signature:______________________ Date:07June07

KustomMusicalAmplification Inc.
PO.Box 568
Hebron,Ky 41048-0568
Tel: 1-859-817-7100Fax:1-859-817-7150

KustomAmplification Inc.
PO.Box 568
Hebron,Ky 41048-0568
Tel: 1-859-817-7100Fax:1-859-817-7150

Productmodelnumber: JCLE

<

<

PA4200

EC Declarationof Conformity



Kustom Amplification Inc., PO BOX 568, Hebron, KY ¥USA
888-4-KUSTOM (888-458-7866) Web: www.kustom.com
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