This cabinet is used for all single-channel Leshes.
Shown in standard red walnut finish.

Cabmnets available in
custom finishes at
additional cost (see below)

The model 771 is designed for the musician who
demands the full-spectrum sound. Single-channel inputs
are separated into two separate amplifiers that control the
highs reproduced by a bass rotor. Both the hom and bass
rotors can be operated in three different positions: Fast
(Tremolo), Slow(Chorale) or Off. Each rotor system has
its own amplification system and its own gain control. The
rugged solid-state electronics provide long life, reliability
and power for professional and institutional applications.
The 11-pin connector is designed to interface directly with




The model 122XB is
electrically identical to the
model 1224, except that its
1 1-pin connector is design-
ed to interface directly with
current Hammond Organs such as the New B-3, New
C-3, Portable B-3 organs, and the XK-2 and XK-3
Drawbar Keyboards.

The model 147A is
recommended for single-
channel organs with self-
contained speaker systems,
such as Hammond Organ
model A-100 and spinet models such as M, M-2, M-3,
M-100 and L-100.

the Hammond New B-3, New C-3, Portable B-3. and XK-3
Drawbar Keyboard. This Leslie Speaker may also be used
to enhance the Drawbar tones of the Hammond 910 and
935 Classic
Organs as
well as the
Laurens
Hammond
Series of
home organs.
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Diagram of model 771
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